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SPLICE AT GUARDRAIL POST

TOP VIEW

NOTE: .
THE TIMBER CURB SHALL BUTT TOGETHER AT THE GUARDRAIL POST OR
SPLICED AS SHOWN ON THE DETAIL. :

THE TIMBER CURB SHALL BE COMMERCIALLY AVAILABLE TREATED LUMBER,
LABELED FOR GROUND CONTACT,

THE PRICE FOR TIMBER CURB SHALL INCLUDE THE U-BOLTS ATTACHING
THE TREATED TIMBER TO THE GUARDRAIL POSTS, TREATED TIMBER, AND
REMOVING DAMAGED LUMBER.

BITUMINOUS CURB REPAIR SHALL BE MEASURED AND PAID FOR AT THE
CONTRACT UNIT PRICE PER FOOT.

BITUMINOUS CURB REPAIR SHALL BE IN ACCORDANCE WITH SECTION 408
OF THE STANDARD SPECIFICATIONS.

TIMBER CURB & BITUMINOUS CURB REPAIR
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NUTS AND WASHERS (COST INCLUDED

TIMBER CURS
A B DAMAGED WOOD TO BE REMOVED.
COST INCLUDED IN THE CONTRACT
UNIT PRICE FOR TIMBER CURB
SIDE VIEW
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SPLICE PLATE 2 x 12", 2" LONG WITH 3" LONG

(U-BOLT MUST BE USED)
COATED DECKING SCREWS TO THE TREATED TIMBER
DRILLING THROUGH GUARDRAIL CURB (COST INCLUDED).

SPLICE PLATE TO BE
IS NOT ALLOWED TREATED TIMBER LABELED FOR GROUND CONTACT.
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